
Blattnummer Blattnummer

T 02 - AUT - 11 GB T 02 - AUT - 21 GB

Wiring Diagram Dat.: 01.01.2023 mounting of Dat.: 01.01.2023

automatic   Rev.: 1.3 tabs and motor Rev.: 1.3

Pressur switch 1 2 1.

Switch closed: automatic off

Opens on higher pressure 2.

With automatic N only

-

ignition switch

+ 3.

Starboard motor

Portside motor F1, 6,3 Amp + - - A with cores Nr. 70 mm

connection conection 1 to 5

box box 3 4 1

5 - 5

4 + 4 2

3 S 3

2 M 2 5

1 M 1 7

Steering Unit automatic

6

12V (24V) Jumper 12V (24V)

9 12 16

1 2 3 1 2 3 4 5 6 7 8 9 10 11 17

10

2. Motor connect 2. Motor connect Put the end of the tab 10 - 12 mm higher, when the boat goes more than 25 kn.

core 1 and 2 only core 1 and 2 only

1 1 board bearing

automatic 2 4 screws 6,3 X 38 mm DIN 7981

3 1 bolt

Box without jumper 4 1 split pin 2 x 25 mm

OL = listing automatic 5 1 motor case

automatic Box: with Jumper: 6 1 bellow

Box vertical, look arrow. HF = listing automatic + 7 1 fixing clip W5 

Bottom of box to front of boat. with tabs moving up automatically

8 2 fixing clip W5 

9 1 fastening bent

10 1 screw M6 x 25 mm DIN 931

11 1 nut M6 DIN 985

1 2 3 4 5 6 7 8 9 10 Connection of Flybridge Unit 12 1 trim tab size ...

13 ** screws according to tab

14 1 cover against buckling

Der Hersteller erkärt die Konformität im Bezug auf die elektromagnetische Verträglichkeit gemäss den Normen 15 3 screws 3,5 X 13 mm DIN 7981

EN 55014 1993 / EN 55104 1995 entsprechend der Richtlinien des Rates der Mitgliedstaaten (89/336/EWG).

elTrim GmbH Tel. +49 (0)2353 6658752
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Die Klappen am Heck so justieren, daß nichts nach unten übersteht. Die Löcher vom 
Scharnier durchzeichnen, bohren, Schrauben mit dauerelastischem Dichtungsmittel 
bestreichen und die Klappen anschrauben. 

Den Motor mit der Schubstange an der Klappe befestigen. Dann eine ebene Latte am 
Bootsboden anlegen und die Klappe auf der Latte aufliegen lassen. Den Motor 
ausrichten und dort, wo die Kante des runden Flansches am Spiegel unten anliegt, 
markieren und die Löcher anzeichnen.

Oberhalb der Wasserlinie ein Loch für das Kabel bohren, die Kanten gut brechen, das 
Kabel durchführen, abdichten und den Knickschutz anbringen.
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Adjust tabs at the stern, so that there is no downward projection.
Draw through hinge holes and drill them. Coat screws with permanently resilient seal 
and secure tabs by the screws.

Connect the motor to the plane via push rod. Set a plain lath or simular device to the 
boat floor and let rest on the lath. Adjust motor and mark the point where the lower edge 
of round flange obuts the stern. Lift motor with 5 mm above this mark, draw through 
holes and drill them. Coat screws with sealing compound and secure flange. attache 
motor to the flange by means of bolts and splint.

Drill a hole for the cable above the water level, champfer hole edges inside and outside 
carefully. Pass through the cable to the connection boxes.


